26" TFT LCD Monitor

Digital Signage Application

Where Versatility Meets Flexibility K26AC

Configuration K26AC
LCD Display 26" TFT active matrix panel

* Aluminum housting offering strong profection.

Max. Resolution 1366 X 768 * High contrast color TFT LCD display support resolution
i : up to 1366 x 768. Compatible with IBM,VGA,VESA

Brightness 450 cd/m? (typical) standards.

Display Color 16.7 M * Support DDC1/2B for Plug & Play compatibility.

Viewing Angle (CR=10) 176 (H) x 176 (V) (typical) Advanced OSD control for picture quality adjustment.
* Auto detects multi signals input.
Lamp Life (hr) 60,000 (typical) * NTSC/PAL/SECAM video systmes compatible.

* Remote Controller.

Signal Connector Analog D-sub 15-pin (VGA) * RoHS Compliance.
Digital DD
Video-in Composite Video, S-video, Optiona ccesorles
YPbPr RCA * SAW touch solution
Audio-in  EarPhone Jack * Anti-Glare/Anti-Reflective tempered glass

Stereo Audio RCA(R+L) x2 * Customized touch solutions acceptable

* Sunlight Readable

Scan Frequency 60/70/72/75 Hz * K26AC - CE VGA+DVI+Video-in
* K26AC - CL VGA+DVI+Video-in+Video-out
*K26AC - CY VGA+DVI+Video-in+MPEG Player

Touch panel SAW or USB A type (option)

Operating Condition  Temperature 0°C-40°C (32°F-104°F)

Humidity 20%-80% (no condensation) 1/0 Ports
Altitude To 10,000 feet
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Power Input AC 100~240V, 50~60Hz,150W

Carton Dimensions (WxHxD) 802x558x272mm
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Mechanical drawing
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